 SEQ CHAPTER \h \r 1The following table lists the benchspace and rackspace asked for in November 2003. We now need to know exact volumes of rack space required by each instrument and whether you are providing this rack with the equipment. Please check your details below and send us final information.

	Instrument
	Bench space
	Rack height (1U = 1.75")

	PERCA
	100 cm for maintenance
	 37U (own rack)  80cm deep

	HONO
	100 cm for maintenance
	 (the rack above)

	H2O2
	200 cm
	-

	NMHC
	200 cm
	 15U (own flightcases) 80cm deep

	OH/HO2
	Own container
	-

	DOAS
	Separate room
	-

	GC-MS
	65 cm x 200 cm total
	-

	PAN GC
	-
	 30U (own rack)

	CRYOSTAT
	-
	 ?U

	Boundary Layer Met
	-
	 (own rack)

	BAS NOxy
	-
	 37U (own rack)  80cm deep

	HCHO
	100 cm
	 3U

	CO
	-
	 3U

	O3 (incl. zeroing box)
	-
	 3U

	J spectroradiometer
	150 cm for calibration
	 3U

	Pure Air Generator
	-
	 6U

	PC and screen #1
	-
	 5U

	PC and screen #2
	-
	 5U

	UPS + battery
	-
	 8U

	Aerosol (hi-vo & lo-vol)
	-
	-

	Aethalometer
	-
	-

	CN counter
	-
	 4U

	Laminar flow bench
	100 cm
	-


